
3”x 108”
wraps pipes up to 3”dia

PERMANENTLY REPAIRS ALMOST ANY MATERIAL!

GOT A LEAK?
reduce downtime with

4”x 180”
wraps pipes up to 5”dia

2”x 60”
wraps pipes up to 1.5”dia

see over for full information

Use to repair/reinforce pipes, T-joints, elbows, valves, cables etc.

3 popular kit sizes to suit most repair needs - other sizes available



• No messy mixing or tools required - easy to use kit

• Permanently repairs leaks - even under water!

• Repairs leaks in 30 minutes - sets like steel

• Withstands pressures of up to 600psi

• Heat resistant to 600°C

• Non-toxic - meets EPA601 regulations

• Resistant to a wide range of chemicals

• Works on wet, dry, clean, dirty or corroded pipes

J-Flex Rubber Products are authorised distributors of Pow-r Wrap

J-FLEX RUBBER PRODUCTS
Engineering Rubber Components & Specialised Sheeting Products

Unit 1, London Road Business Park, Retford, Notts, England DN22 6HG

tel: +44 (0) 1777 712400 fax: +44 (0) 1777 712409
email: lance@j-flex.co.uk or michelle@j-flex.co.uk

www. j-flex.co.uk

®

Certificate No.RS 27920
Approved to BS EN ISO 9001:2008

A member of the
Gasket Cutters Association

Pow-r Wrap is ideal for all fluid
bearing pipes and hoses:

• Water • Steam • Air • Gas
• Sewage • Fuel • Hydraulics

and is recommended for
structural repairs to:

• Brackets • Fencing • Supports
• Exhausts & Mufflers • Tools

Mechanical Resistance

MEASURE Method PSI KPA

Flexural Strength ASDN D 709-71 16100 1073

Tensile Strength ASTM D 638 24000 1660

Compression Strength ASTM D 695-77 26600 1773

Temperature cycle test 4 layers cycled from 50°F to 90°F
(10°C to 33°C): No delamination.

Approved to EPA601 and AS4020*

Tested and approved for use with potable
(drinking) water when used in accordance
with instructions.

Toxicity

Contains no harmful solvents. Can be used
on water and food service lines.

Chemical Resistance

POW-R WRAP is chemically resistant to diesel
fuel, petroleum products, halocarbons, and
(after curing) alcohols.

*and other international standards.

Technical Information

Form Impregnated Fiberglass Cloth

Colour Grey

Fabrication Method Wet Lay-up

Number of Wraps Required 8 (min) for High Pressure

Cure cycle @ 70°F/21°C 30 minutes (wet)

Hardness - cured laminate 53 Barcol

Heat resistance 1197°F/647°C

Dielectric strength 16.969

Line pressures 600 PSI/40 KPA

Shelf life Unlimited when properly stored
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Pow-R Wrap is an innovative product that can be applied to high as well as non-pressure applications
and permanently repairs almost any material including copper, steel, galvanised pipe, all plastic pipes,
rubber and cement. It is a water activated fiberglass tape that sets like steel!

APPLY EPOXY PUTTY

IMMERSE WRAP IN WATER

WRAP AROUND PIPE

TIGHTEN FOR APPROX 4 MINS

Each complete
Pre-Mixed, Pre-Measured,
Ready-to-use kit contains:

• Resin-impregnated
fiberglass tape in foil bag

• Epoxy putty repair patch

• 1 pair protective gloves

• Full instructions

The benefits of Pow-R Wrap are:

• It’s quick and easy so reduces downtime

• It lasts for years

• It’s very safe and conforms to a variety of international standards

All you need is:

• A bucket of water

• A Pow-R Wrap kit

• 30 minutes

category A
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NO TOOLS
NEEDED!

Cures in
30 minutes
at 70°F / 21°C

Even meets EPA
requirements
for drinking
water

3
EPA
Approved

Pow-R Wrap

Pow-R Wrap
•Water   •Steam   •Air   •Gas   •Sewage   •Fuel   •Hydraulics

•Brackets   •Fencing   •Supports   •exhausts & Mufflers   •Tools

  is

  is ideal for all fluid bearing pipes and hoses:

and is recommended for structural repairs to:

 a strong, permanent and economical repair.  Works on virtually every kind of pipe.
An easy alternative to traditional methods such as cementing, soldering, welding, sleeving and 
replacement. Works on wet, dry, clean, dirty or corroded pipes.  Even under water!!

Pow-R Wrap

3
3
3

 

 POW-R PLUG repair patch
 1 pair protective gloves
 Full instructions

Complete Pre-Mixed
Pre-Measured

Ready-to-use Kit!

EACH KIT CONTAINS:

 Resin-impregnated
    fiberglass tape in foil bag
3

RECOMMENDED POW-R WRAP SIZES
Pipe Diameter POW-R WRAP SIZE P/N No #

1/4" - 6mm 1" x 30" - 25 x 750mm PW130
1/2" - 13mm 1" x 30" - 25 x 750mm PW130
5/8" - 16mm 2" x 30" - 50 x 750mm PW230
3/4" - 19mm 2" x 30" - 50 x 750mm PW230
1" - 25mm 2" x 60" - 50 x 1500mm PW260
2" - 60mm 3" x 108" - 75 x 2700mm PW3108
3" - 75mm 8" x 72" - 200 x 1800mm PW872
4" - 100mm 3" x 108" - 75 x 2700mm PW3108
6" - 150mm 4" x 180" - 100 x 4500mm PW4180
8" - 200mm 4" x 360" - 100 x 9000mm PW4380
10" - 250mm 4" x 540" - 100 x 13600mm PW4540

TECHNICAL INFORMATION

Mechanical Resistance

Form Impregnated Fiberglass Cloth
Color Grey
Fabrication Method Wet Lay-up
Number of Wraps Required 8 (min) for High Pressure
Cure cycle @ 70°F/21°C 30 minutes (wet)
Hardness - cured laminate 53 Barcol
Heat resistance 1197°F/647°C
Dielectric strength 16.969
Line pressures 600 PSI/40 KPA
Shelf life Unlimited when properly stored

MEASURE Method PSI KPA
Flexural Strength ASDN D 709-71 16100 1073
Tensile Strength ASTM D 638 24000 1660
Compression Strength ASTM D 695-77 26600 1773
Temperature cycle test 4 layers cycled from 50°F to 90°F (10°C to 33°C): No delamination.

APPROVED TO EPA601*

TOXICITY

CHEMICAL RESISTANCE

Tested and approved for use with potable 
(drinking) water when used in accordance 
with instructions.

Contains no harmful solvents. Can be 
used on water and food service lines.

POW-R WRAP is chemically resistant to 
diesel fuel, petroleum products, 
halocarbons, and (after curing) alcohols.

*and other international 
standards including AS4020

Ensures a minimum of 8 complete wraps for high pressure applications (300 
psi and over). For pipes not under pressure, i.e. Stormwater, downpipes, etc., 
a smaller size may be used (minimum of 4 complete wraps).

So easy to use...

Put on enclosed 
gloves and clean 
repair area.  Place 
rolled tape in water 
(Fresh or Salt) for 
20-30 seconds.

Place Pow-R Plug 
over break. Wrap 
tape tightly over 
repair and extend 
2"/50mm either side 
of break. Complete 
a minimum of 8 
complete wraps for 
high pressure 
applications.

Continue to squeeze 
and tighten on 
direction of wrap until 
very tacky. Pow-R 
Wrap will cure to full 
strength in 30 minutes 
at 70°F/21°C.
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SEA – IT WORKS! 
 

Corrosion. A powerful and constant enemy of pipework; and nowhere more potentially dam-
aging than in a sea water environment. It’s a constant problem for Scottish Power / SMW at 
Daldowie Fuel Plant and their sub-contractors Process Pipework Ltd of Doncaster who have 
the task of ensuring that steel pipes carrying oil and related fluids including Chemicals are 
properly maintained to avoid dangerous spillages. 
 
Recently Process Pipework ltd were approached by a Scottish Power Plc representative after 
a oil spillage into the Firth of Clyde was noticed coming from the jetty head protruding out of 
Inverkip Power Station, Immediate action was required in order to prevent further spillage! 
Once in attendance Process Pipework assessed the damage and realised that the quickest 
and best way for the Environment would be to utilise the Pow-r-wrap. Even though the  
damaged section (which proved to be a 2” pipe drain from an Oil Slops Vessel) was under the 
most hostile of environments being just above the sea level, the Pow-r-wrap was able to con-
tain and prevent any recurring spills. 
 
And the solution? POW-R WRAP. The all-purpose, any-environment, easy to use  
permanent solution to leaking pipes anywhere in the known universe! The impregnated  
fibreglass cloth works on virtually any kind of pipe in any condition - be it wet, dry, dirty or  
corroded. POW-R WRAP even works under water and is a strong, economical and easy  
alternative to cementing, soldering, welding, sleeving or costly replacement. 
 
POW-R WRAP solved Process Pipework’s problem and is now an essential part of their 
maintenance toolkit on other sites throughout Scotland. 
 
POW-R WRAP and our associated products POW-R PATCH and FREEZE FIX are also  
essential items across many other industries. If pipe work and leaks are a regular headache 
for your company then contact J-Flex on Free Phone 0800 591 692 for details, prices and a 
‘Pow-r-ful’ solution. 
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POW-R WRAP CHEMICAL RESISTANCE 
 
The following are the more stringent of the chemical tests, although it is impossible to report on all the 
possible chemical situations.  The following resistance information is to serve only as a reference guide 
and is based on data obtained from independent sources. It does not represent actual testing done by ATI 
and should be interpreted as a warranty, expressed or implied with that said the results were as follows:- 
 
Substance                          Effect 
 

Nitrogen Gas                       None 
Liquid Nitrogen                   No Test has been conducted as to our knowledge 
Hydrochloric acid 50%        No Test has been conducted as to our knowledge although 

10% solution has been tested with no effect 
Nitric acid 10%                    After 30 Days submerged may soften 
Acetic acid 10%                    None 
Amonia                             None 
Amoniac Water                      None 
hydrogen Peroxide 10%           None 
Water solution of salt             None 
Sea Water                          None 
Toluene                            After 30 Days submerged may soften 
Xylene                             None 
 
Additional Test results are as follows: 
 

Substance                                 Effect after 30 days submerged 
 

Distilled Water                          None 
Tap Water                                 None 
Sulfuric acid 10%                     None 
Hydrochloric acid 10%             None 
Nitric acid 10%                         None 
Formic acid 10%                       After 30 Days submerged small blisters 
Lactic acid 25%                        None 
Citric acid 10%                          None 
Tannic acid solution                  None 
Linseed oil fatty acid                 None 
Soda solution 20%                    None 
Common salt solution 10%       None 
Sugar solution 20%                  None 
Caustic potash solution 10%    None 
Chlorine solution 3% free chlorine      None 
Premium grade gasoline                    None 
Cresol                                     Destroyed 
Ethyl glycol acetate                      None 
Methylene chloride                        Destroyed 
Alcohol 10%                               None 
 




